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GIRDER SCHEDULE

DIMENSION "A" AT € BEARINGS = BASED ON GIRDER DEFLECTION = "D" AT TIME OF SLAB FLACEMENT (120 DAYS) [%"2 OR 0.6"2] STRAND CHUCK. TACK WELD TO ANCHOR E PRIOR
TO INSTALLING ON STRAND. THREAD STRAND THROUGH ANCHOR F.
MIN. CONC. LOCATION OF ANCHOR STRAND WITH TWO PIECE WEDGES BEFORE GIRDER
wlw COMP. STRENGTH C.G. STRANDS ol ERECTION. VERIFY WEDGES ARE SEATED TIGHTLY IMMEDIATELY
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Dimensions shall be shown in Imperial The maximum number
. ' . of strands is 100. AHEAD
units to the nearest Yath inch. ON STATIONING
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PLAN LENGTH ALONG TUB GIRDER GRADE

2%"9 x 1¥8" STEEL STRAND ANCHOR. ANCHOR STRAND
WITH TWO FIECE WEDGES BEFORE GIRDER ERECTION.

VERIFY WEDGES ARE SEATED TIGHTLY IMMEDIATELY

BEFORE FPLACING DIAFHRAGM CONCRETE.
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LL AND LT ARE SHIPPING SUPPORT
LOCATIONS AT LEADING AND
TRAILING ENDS, RESPECTIVELY.

EXTEND STRAIGHT STRANDS (1) THROUGH (n)
AT END AHEAD ON STATION. EXTEND STRAIGHT
STRANDS (n+1) THROUGH (2n) AT END BACK ON STATION

1
x

% GIRDER
¢t DRAIN HOLE I

\
\ | ,, -
1 QO 2.0 DRAN HOLE (98 FRAMING @@
00 / | @
X2 0000 000
00 (@) | EDEEEEEE () 00@ R
‘4 \@ @@@ (DEEEEEE) @@0 000

\_5' * \—m

GIRDER END

STRAND
SPACING AT 2"

i

STRAND EXTENSION DETAIL

TOTAL NUMBER OF EXTENDED STRANDS = D

BONDED STRANDS

@ DEBONDED STRANDS
214" STRAND SPACING AT 2" 5%" STRAND SPACING AT 2" 5%" STRAND SPACING AT 2" 24"
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STRAND FATTERN

STRAND STRESSING SEQUENCE
SHALL BE AS SHOWN (1), (2) ETC.
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Number of extended strands shall
be determined by the designer.

* DISTANCE INDICATES LENGTH THAT
EACH END OF STRAND 1S TO BE
SLEEVED TO FREVENT BOND. (TYF.)

Debonding to be determined
by the designer
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